
•Application:
• Use to join liquidtight metal conduit (LFMC) to Rigid/IMC conduit between 2 different raceways
• Suitable for use in wet locations
• Raintight, concrete tight
Standard Material 
• Steel
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Combination Couplings-Liquidtight to Rigid - Steel

Liquidtight Fittings

Compression Type - EMT to Liquidtight - Steel

Catalog  Number         Trade Size             Inner Pack           Master Pack

   ZQRGDLT-38 3/8" 20 200

   ZQRGDLT-50 1/2" 20 200

   ZQRGDLT-75 3/4" 10 100

   ZQRGDLT-100 1" 5 50

•Application:
• Use to connect LT conduit to EMT,1/2" thru 1", ideal for rooftop HVAC ,air conditioners and motor hook-ups
• Can be used with EMT indoors only
Standard Material 
• Steel
Standard Finish
• Zinc plated

Catalog  Number         Trade Size             Inner Pack           Master Pack

   ZQEMTLT-50 1/2" 25 250

   ZQEMTLT-75 3/4" 20 200

   ZQEMTLT-100 1" 10 100

Standard Finish
• Zinc plated

•Application:
These nonmetallic straight connectors are used in both wet and dry locations when conduits and fittings are not subjected to 
physical damage.Type-B conduitsand fittings are used whenever flexibility is required for the installation,operation,or maintenance 
of electrical appliances.
•Material:PVC

Straight Liquidtight Connectors-Gray - PVC

Catalog  Number         Trade Size             Inner Pack           Master Pack

   ZQLTNM-38 3/8" 25 100

   ZQLTNM-50 1/2" 25 100

   ZQLTNM-75 3/4" 10 100

   ZQLTNM-100 1" 5 50

   ZQLTNM-125 1- 1/4" 5 50

   ZQLTNM-150 1- 1/2" 5 20

   ZQLTNM-200 2" 2 20


